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The V1800 presents high quality specifications in keeping with Montabert Products legacy. This breaker is 

simplified regarding the BRVs and is aimed at the professionals in the Demolition, quarries and Publics works 

sectors who do not need the BRV technology (which is still recommended for applications on heterogeneous 

density ground). 

Its reliability and easy maintenance makes the V1800 a breaker with unequalled Productivity ratio / operating 

cost. 

Specifically engineered to provide high energy per stroke and to surpass the rock breakers of its category, the 

V1800 offers two strokes of functioning : 

Priority Energy for production on hard density ground. 

Priority Frequency for soft density ground. 

 

Easy Maintenance 

Fast and easy dismounting of the tool. 

(One part bushing removable 

 directly on the Job site) 

Breaker mounted without the use of 

hydraulic press : Easy maintenance 

and dismounting. 

Equipped with an automatic 

 greasing system as a standard. 

 

Auto protection 

Patented automatic frequency 

detection system (as from the first 

stroke). 

Protection against blank firing. 

Protection against over pressure. 

 

 

 

 

Versatility 

Autopower : The automatic pressure 

regulator ensures the breaker 

functioning at its nominal pressure on 

all carriers.  

High acceptable back pressure level 

(up to 25 bars). 

Reinforced suspensions to reduce 

vibrations transmitted to the carrier.

 

Heavy Duty housing, lower part equipped with a steel wear protection plate. 

Soundproof model as a standard 

For carriers from 20T to 35T 
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